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Easy and flexible mounting system for MatTrackerTM .
The MatTrackerTM Mounting system consists of two parts, the 
Machine Mount and the Sensor Mount. 

The Machine Mount is mounted directly on the paver and is 
securely fastened to the side plate. 

The MatTrackerTM Sensor Mount is easily mounted on the Machine 
Mount and secured with the handle. 

The Sensor Mount can easily be adjusted in all directions to 
assure the correct placement of the MatTrackerTM sensor.

Once the Sensor Mount and the MatTrackerTM sensor has been 
securely tightened with the handles, the MatTrackerTM sensor is 
held firmly in place throughout the paving job.

The MatTrackerTM Mounting System can be used on either side 
of the paver, and can easily be dismounted and stored to avoid 
theft and vandalism, when the paver is not in use. 
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MatTrackerTM Mounting System

MatTrackerTM Machine Mount Specifications

Part Number S-55701

Application Machine Mount for the MatTrackerTM 
Sensor Mount, installed on the side plate 
of the paver.

Dimensions (LxW) 1060 x 90 mm / 41.7 x 3.5 in

Dimension (Ø) 48,3 mm / 1.9 in

Weight 5 Kg / 11 lbs

Material Stainless Steel

MatTrackerTM Sensor Mount Specifications

Part Number S-55702

Application Adjustable Sensor Mount for the Mat-
TrackerTM sensor. The Sensor Mount is 
mounted on the Machine Mount installed 
on the side plate, and will secure the 
MatTrackerTM sensor throughout the 
paving job.

Dimensions (LxWxH) 25 x 28 x 10 cm / 9.8 x 11 x 3.9 in

Weight 1.7 Kg/ 3.7 lbs

Material Black Anodized Aluminium

Operating Temperature -10°C to 85°C / 14°F to 185° F

MatTrackerTM Machine Mount

MatTrackerTM Sensor Mount


